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DATA FOR MATERIAL = 62352 

                                                                                                                 

**** MAPTIS NONMETALLIC SELECTION LIST DATA FOR MTRL CODE: 62352 **** 15-MAY-
01                                                     
                                                                                                                                    
    MTRL CODE: 
62352                                                                                                                
     USE TYPE: TAPE ADHESIVE PRESSURE 
SENSITIVE                                                                                     
  DESIGNATION: STRIP-N-STICK* 
100S                                                                                                  
  COMPOSITION: SILICONE RUBBER WITH SILICONE 
ADHESIVE                                                                               
   GENERIC ID: DYDPCKXX   MFG SERVICE TEMPS IN AIR - MIN:  -100 f   MAX:   500 
f                                                    

      *  STRIP-N-STICK IS A REGISTERED TRADEMARK OF CHR 
INDUSTRIES                                                                  

 MANUFACTURER: SAINT-GOBAIN PERFORMANCE 
PLASTICS                                                                                    
     DIVISION: FORMERLY FURON CO/CHR 
INDUSTRIES                                                                                     

BASIC 
PROPERTIES                                                                                                                    
                                                             SOURCE                                                                 
DATA SOURCE                                                  
DATE                                                                   
------------------------------------------------------------ 
---------                                                              
PRODUCT DATA SHEET                                           02-APR-
01                                                              

PROPERTY                       VALUE    UNIT          
COMMENTS                                                                      
------------------------------ -------- ------------- 
-------------------------                                                     
DENSITY                                 lb/cu 
in                                                                                    
DIELECTRIC STRENGTH                     volts/
mil                                                                                   
ELONGATION                     150.00   
percent                                                                                     
PEEL STRENGTH                           lb f/
in                                                                                     
SERVICE TEMPS                  500      
F                                                                                           
SHEAR STRENGTH                          
psi                                                                                         
SHELF LIFE                              
days                                                                                        
TENSILE STRENGTH               1040     
psi                                                                                         

FLAMMABILITY 
DATA                                                                                                                   
                                                                                  BURN      
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PROP                                    
NHB/                   CUR      PCT +/  PRESS +/ SAMPLE S CHM SMP    THICK +/   LENGTH T    RATE K  
DFS SUBSTR SUBSTRATE            
TYPE   TEST NR          NR R    OXY -    psia -   TMP f V VOL  NR     inch -      inch B  in/sec 10 
BJP THK in MATERIAL             
------ --------------- --- - ------ -- ------ -- ------ - --- --- -------- ---- ------ - ------- -- 
--- ------ --------------       
01-UPW W5772-A             A   23.8      14.4 .3               99    .1190 .008    .40              
NNN   .003 AL                   
       W12209-A            A   25.7 .3   14.4 .3               99    .1530 .008   4.00              
NNN   .003 AL                   
       M103660-A           A   30.3 .3   10.2 .3               99    .1190 .008   1.60     .0088 N  
SNS   .020 AL 6061-T6           
       M103660-C           A   30.3 .3   10.2 .3               99    .1360 .008   2.50     .0285 N  
NNN   .032 AL                   
       W12209-B            C   33.3 .3   14.4 .3               99    .1530 .008  10.00 T     .03    
NNN   .003 AL                   

    TST                                                                                                                             
NHB TYP TEST NR         T DESCRIPTION/
REMARK                                                                                        
--- --- --------------- - 
----------------------------------------------------------------------------------------------------      
01  UPW M103660-A       D STRIP-N-STICK* 
100S                                                                                       
01  UPW                 P SAMPLES WERE PREPARED BY REMOVING RELEASE LINER AND CENTERING SAMPLE ON 
SUBSTRATE.                        
01  UPW                 R NON-STANDARD TEST DUE TO SAMPLE SIZE. SAMPLE 2 SHORTLY AFTER IGNITION 
PROPAGATED ONLY UP THE EXTREME      
                          LEFT SIDE WITH FLAMES SPREADING INWARD ACROSS SAMPLE IN VARIOUS PLACES 
ALONG THE ENTIRE LENGTH OF         
                          MATERIAL.                                                                                                 
01  UPW                   THIS BURN DIFFERED FROM SAMPLES 1 AND 3 WHICH UPON IGNITION PROPAGATED IN 
AN EVEN FLAME DISTRIBUTION      
                          ACROSS THE ENTIRE WIDTH AT BOTTOM OF 
SAMPLES.                                                             
01  UPW M103660-C       D STRIP-N-STICK* 
100S                                                                                       
01  UPW                 P A 1" STRIP WAS PLACED ONTO THE CENTER OF 2.5" X 12" ALUMINUM 
SUBSTRATES.                                  
01  UPW                 R A WHITE POWDER RESIDUE WAS EVIDENT ON ALL SAMPLES DURING POST-TEST 
EVALUATION. SAMPLE 3 BEGAN TO          
                          PROPAGATE UPWARD ALONG THE EXTREME RIGHT EDGE OF THE 
SAMPLE.                                              
01  UPW W12209-A        R THE MATERIAL WAS APPLIED TO THE CENTER OF THE TARED 
SUBSTRATES.                                           
01  UPW W12209-B        R THE MATERIAL WAS APPLIED TO THE CENTER OF THE TARED 
SUBSTRATES.                                           
01  UPW W5772-A         R 
1240                                                                                                      

FLASH/FIRE 
DATA                                                                                                                     
                CUR    PCT     PRESS SUBSTR                           FLASH FLASH FIRE  
FIRE                                        
TEST NR          NR    OXY      psia THK in SUBSTRATE MATERIAL         RTG  POINT RTG  
POINT                                        
--------------- --- ------ --------- ------ ------------------------- ----- ----- ---- 
-----                                        
W5772-B               23.8     14.50   .003 AL                        A      1000 A     
1000                                        
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TOXICITY 
DATA                                                                                                                       
                            CHAMBER           SHUTTLE S            ISSA           
RUSSIAN                                           
                CUR SMP WGT  VOLUME   SHUTTLE  ML WGT S    ISSA  ML WGT R RUSSIAN  ML 
WGT                                           
TEST NR          NR   grams  liters R   ZT100     lbs R   ZT100     lbs R   ZT100     
lbs                                           
--------------- --- ------- ------- - ------- ------- - ------- ------- - ------- 
-------                                           
M103660-B             8.984    4.23 K   .0071  7007.7 K   .0039 12717.8 K    .069 
724.285                                           
W5772-D              209.03       4 K   .2354 212.377 K   .1297 385.427 K   .0766  
652.52                                           
W12209-C              19.52       4 H   .7606 65.7374 K   .4191 119.302 K   .0233 
2143.35                                           

ODOR DATA - NHB TEST 
6                                                                                                              
                CUR   SMP WGT    PCT  PRESS TEMP       
SUBSTR                                                                       
TEST NR          NR R   grams    OXY   psia    f  ODOR THK in SUBSTRATE 
MTRL                                                        
--------------- --- - ------- ------ ------ ---- ----- ------ 
-----------------------                                               
W5772-C             A  209.03   25.9   12.3  120   1.3   .010 
AL                                                                    

THERMAL VACUUM STABILITY DATA - NHB TEST 
TVS                                                                                        
                 CUR                     TEMP   TIME                     RML     TML  
SUBSTR                                        
TEST NR           NR  R   PRESS torr        C     hr     TML    CVCM     WVR   - RML  THK in  
SUBSTRATE MATERIAL                    
---------------  ---  --  -------------  ----  -----  ------  ------  ------  ------  ------  
--------------------                  
W5772-E               C   3.6E-06         125     24    0.67    0.25    0.00    
0.67                                                
W12209-D              C   5.0E-06         125     24    1.00    
0.37                                                                

Return to previous Nonmetallic Material select page 
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